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BLINDER M40 X-TREME
LASERJAMMER

Thank you for buying the BLINDER M40
X-TREME LASERJAMMER. When 
mounted correctly, the BLINDER M40 
X-TREME LASERJAMMER will 
effectively protect you against the police
laser speed control. 

Please read this installation guide
carefully before installation.
We strongly recommend that a profes-
sional install your BLINDER M40 
X-TREME.

BLINDER M40 X-TREME
comes complete with

➤ 4 pcs. Jammer / detector transceivers
➤ Interface box 
➤ Electrical wire with laser alert LED, Audible

Beeper alert and output to auto-mute
➤ Mounting bracket for the LED
➤ On / off switch
➤ Electrical wires for connecting on / off

switch to power supply 12 volt.
➤ Spirit level for correct installing of the

transceivers
➤ 1 pcs. Mounting fittings including
➤ 8 brackets for mounting

➤ 16 screws for mounting the brackets
on the transceivers

➤ 16 screws for mounting the brackets
on the car

➤ 16 washers for mounting the brackets
on the car

➤ Product registration card
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1 Start with mounting the 4 transceiv-
ers in the front of the car. Route the
cables to the car’s interior for connec-
tion to the interface box.

2 Locate a suitable place for the inter-
face box inside the car’s interior. 
The interface box must not be moun-
ted in the engine compartment becau-
se of moisture. The 4 cables from the
transceivers are plugged into the
jacks indicated by the numbers 1 
to 4.

3 Locate a suitable place for the buzzer
laser alert and the warning/power on
LED. The cable is plugged into the
jacks on the interface box marked
"alert".

4 The red wire (+) from the interface
box is connected to the on / off
switch. The on / off switch is then
connected by the extension cable to a
switched 12-volt power supply.

5 The black wire from the interface box
is connected to ground (-).

6 The blue wire from the interface box
can be connected to the auto mute on
the car-stereo (see the car-stereo
manual).
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MOUNTING OUTLINE
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